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TEMPERATURES
MODELS: AE115, AE125, RP17PT, RP27PT

Common Scenario:

Hot water is very hot out of the tap, requiring a lot of cold water to be added with it in order to attain a useable
hot water temperature.  The addition of too much cold will overpower hot water demand from the tankless water
heater.  This slows the flow within the tankless water heater, decreasing it below activation point, which shuts
the element(s) off. The end result is nothing but cold water coming out of the outlet.

Possible solutions:

NNNNNOOOOOTE:TE:TE:TE:TE: Follow each step (if it pertains to your model) before proceeding to the next.  After each step, test hot
water f low to see in hot water remains constant without turning cold.

1. Check for restrictions in outlets, which would limit hot water demand and may assist in deactivation scenario.
For sinks, remove faucet aerator on end of sink. Flush and clean screen and reinstall.  For showers, remove
showerhead and flush.  If plugged with mineral deposits, clean according to manufacturer’s suggestions or
replace. (Note: if showerhead is wand style/hand held, corrugated tube connecting to head may be too restric-
tive. Enlarging tube or using a normal showerhead may be the solution.)

2. Check for plumbing crossover, which would cause or assist in deactivation scenario. Turn off circuit breaker(s) to
tankless electric water heater.  To check for crossover, open all hot water outlets (hot only no cold added).  Go
back to the heater and shut off cold-water isolation valve (not supplied with the heater).  The water f low out of
your hot water taps should stop. Go around and check all hot water outlets to make sure the water has stopped
running.  If water is continuously running out of any outlet, then you have a crossover.  This means that cold
water, somewhere, is entering back into the hot water pipes after the heater. This will create a backpressure of
water in the pipes and could deactivate the heater. This problem must be corrected in order for the unit to
function properly.

3. Turn temperature adjustment knob on the bottom of the unit’s case to lowest setting.  This will result in cooler
hot water temperatures and allow for less cold water to be added preventing heater deactivation.

4. If problem persists, call Bosch technical support at (800) 798-8161.


